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PAVEMENT STRENGTH SURVEY/PAVEMENT CONDITION SURVEY
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PAVE. soIL SUB | sypBBASE BASE SURFACE PAVEMENT STRENGTH
IDENT. | cLAss | GRADE | coyuRseE |  COURSE COURSE OVERLAY MAX. GROSS LOAD (LBS) REMARKS
CLASS SINGLE | DUAL [DUAL TAN.
RUNWAYS
R—1 E-2 FA 7" C. AGG. 1.5 AC [1I’P—402,P—609] 40,000 | 70,000 | 110,000 7]
R—2 E—1 FA P—154 7" P—208 2” P—401 [1"P—402,P—609] 30,000 | 50,000 7 34
TAXIWAYS
T—1 E-2 FA 7" C. AGG. 1.5 AC [I’P—402,P—609] 40,000 | 70,000 | 110,000 7]
-2 E—1 FA P—154 7" P-208 2” P—401 [”P—402,P,—609] 30,000 | 50,000 34
-3 4" P=208 3" P—401 [1"P—402,P—609] 12,500 <]
T—4 68” PCC [1"P—402,P—609 <3<
-5 8" P—154| 6” P—209 3" P—401 40,000 | 70,000 <
APRONS
A—1 E-2 FA 7" C. AGG. 2" AC  [I’P—402,P—609] 45,000 | 75,000 | 130,000 %EL
A—2 |VELL-GRADED 4" P=208 3” P—401 [1"P-402,P—609 12,500 gl
A—3 PCC

REMARKS:

[>>ADAP-01, 1972, EXTEND RUNWAY AND CONSTRUCT TAXIWAY (T-2).

[Z>AIP—01, 1983, CHIP SEAL ALL PAVEMENTS (P—602).

[B>AIP—02, 1993, 1" OVERLAY, APRON EXTENSION (A—2), AND CONSTRUCT TAXIWAY (T-3).
B>AIP—03, 2002, CRACK SEAL, FOG SEAL, AND REMARK ALL PAVEMENTS.

[5>AIP—004, 2005, CONSTRUCT TAXIWAYS (T—5). SELECT ON—SITE BORROW WAS USED TO REPLACE UNSUITABLE
SUBGRADE, TYPICALLY RANGING FROM Q" TO 6" (SPOT LOCATIONS WERE AS DEEP AS 4 FT.).
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